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COMPLETE   SPECIFICATIONS.
Examination of work.
173.    Particular care must be exercised in the protection of all finished work as the building progresses, such as exterior projections, cut stone, iron 'stairs and galleries, etc., which must be fully protected from injury or defacement during the erection and completion of the building.
174.    The erection shall be carried on in such manner as will in no way interfere with the erection, completion and operation of the pumping engines or machinery.   The extra cost of handling the erection in this manner must be included in the sum bid for the work.
175.    The directions of the water commissioner as to the disposition of building materials and location of sheds, temporary buildings, etc., must be strictly observed.
176.    Whenever required by the  water  commissioner, the contractor shall furnish all facilities and labor to make an examination of any work, complete or in progress, under this contract.    If the work so examined is found defective in any respect, or not in accordance with this contract and specifications, the contractor shall bear all expenses of such examination and of satisfactory reconstruction.    If the work so examined is found to be in accordance with the contract and specifications, the expense of the examination and reconstruction will be estimated to contractor at a fair price, to be determined by the water commissioner.                            M. L. H.
171. General Specifications for Railroad Concrete Work- Cement concrete masonry, either with or without reinforcement with steel bars, is coming into such general use that a stone masonry specification in former editions of this work is here replaced by a general specification for railway concrete construction (not reinforced by steel rods),'these being now in use (1902) by the Illinois Central Railway Company.
FOUNDATIONS AND EXCAVATION.
I. Cofferdams, where necessary as a protection against water in adjacent streams, etc., shall generally be built in accordance with detailed plans to be furnished in connection with each piece of work. Such cofferdams may consist of substantial or lighter structures in accordance with the amount of protection required or the risk to be incurred.